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SPL 2.83 V - Phase - Impedance SPL HORIZONTAL 0° - 15° - 30°

RESISTANCE NOMINAL 8 OHM
Zo 8.4 OHM         •         Zmin 8.2 OHM         •         RE 8.1 OHM
SENSITIVITY @ 2.83 V 91 dB
FREQUENCY RESPONSE / -6 dB 2000 Hz – 35 kHz
POWER HANDLING 120 W
RESONANCE FREQUENCY / FS 2300 Hz
RECOMMENDED CROSSOVER / 6 dB  3100 Hz
RECOMMENDED CROSSOVER / 12 dB 2800 Hz
DISPERSION HORIZONTAL / 15 kHz / -6 dB 65°
DIAPHRAGM AREA 1260 mm2

MAGNET MATERIAL  NEODYMIUM
FACE PLATE  3 mm Anodized Aluminum
TOTAL WEIGHT  340 g
FACE PLATE DIAM.  104 mm

SPL VERTIKAL 0° - 5° - 15°

HiFi
SERIE

AMT19CM1.1-C
179 €/pc

www.mundorf.com Made in Germany info@mundorf.com
Harmonic Distortion 2.83 V Harmonic Distortion 105 dB Step Response

Waterfall Impulse Response

Special Properties
• High Efficiency
• Extended Bandwidth

81.5

Pitch  94
Diam.  104
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SPL 2.83 V - Phase - Impedance SPL HORIZONTAL 0° - 15° - 30°

RESISTANCE NOMINAL 4 OHM
Zo 4.3 OHM         •         Zmin 4.2 OHM         •         RE 4.2 OHM
SENSITIVITY @ 2.83 V 93 dB
FREQUENCY RESPONSE / -6 dB 2300 Hz – 32 kHz
POWER HANDLING 120 W
RESONANCE FREQUENCY / FS 2600 Hz
RECOMMENDED CROSSOVER / 6 dB  3000 Hz
RECOMMENDED CROSSOVER / 12 dB 3000 Hz
DISPERSION HORIZONTAL / 15 kHz / -6 dB 60°
DIAPHRAGM AREA 1260 mm2

MAGNET MATERIAL  NEODYMIUM
FACE PLATE  3 mm Anodized Aluminum
TOTAL WEIGHT  340 g
FACE PLATE DIAM.  104 mm

SPL VERTIKAL 0° - 5° - 15°

HiFi
SERIE

AMT19CM2.1-C
179 €/pc

www.mundorf.com Made in Germany info@mundorf.com
Harmonic Distortion 2.83 V Harmonic Distortion 105 dB Step Response

Waterfall Impulse Response

Special Properties
• High Efficiency
• Extended Bandwidth
• Low Distortion

81.5

Pitch  94
Diam.  104

4
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mit Senkung
DIN7991
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SPL 2.83 V - Phase - Impedance SPL HORIZONTAL 0° - 15° - 30°

RESISTANCE NOMINAL 4 OHM
Zo 4.6 OHM         •         Zmin 4.4 OHM         •         RE 4.4 OHM
SENSITIVITY @ 2.83 V 93 dB
FREQUENCY RESPONSE / -6 dB 1700 Hz – 32 kHz
POWER HANDLING 125 W
RESONANCE FREQUENCY / FS 2300 Hz
RECOMMENDED CROSSOVER / 6 dB  3000 Hz
RECOMMENDED CROSSOVER / 12 dB 2500 Hz
DISPERSION HORIZONTAL / 15 kHz / -6 dB 65°
DIAPHRAGM AREA 1260 mm2

MAGNET MATERIAL  NEODYMIUM
FACE PLATE  3 mm Anodized Aluminum
TOTAL WEIGHT  430 g
FACE PLATE DIAM.  104 mm

SPL VERTIKAL 0° - 5° - 15°

HiFi
SERIE

AMT21CM2.1-C
219 €/pc

www.mundorf.com Made in Germany info@mundorf.com
Harmonic Distortion 2.83 V Harmonic Distortion 105 dB Step Response

Waterfall Impulse Response

Special Properties
• High Efficiency
• suitable for 2-Way-Systems

81.5

Pitch  94
Diam.  104
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SPL 2.83 V - Phase - Impedance SPL HORIZONTAL 0° - 15° - 30°

RESISTANCE NOMINAL 8 OHM
Zo 7.1 OHM       •       Zmin 6.9 OHM       •       RE 6.9 OHM
SENSITIVITY @ 2.83 V 90 dB
FREQUENCY RESPONSE / -6 dB 1300 Hz – 33 kHz
POWER HANDLING 125 W
RESONANCE FREQUENCY / FS 1700 Hz
RECOMMENDED CROSSOVER / 6 dB  2700 Hz
RECOMMENDED CROSSOVER / 12 dB 2200 Hz
DISPERSION HORIZONTAL / 15 kHz / -6 dB 60°
DIAPHRAGM AREA 1755 mm2

MAGNET MATERIAL  NEODYMIUM
FACE PLATE  3 mm Anodized Aluminum
TOTAL WEIGHT  440 g
Round Face Plate (-C): 130 mm
Recangular Face Plate (-R): 100 x 100 mm

SPL VERTIKAL 0° - 5° - 15°

HiFi
SERIE

AMT23CM1.1-C
279 €/pc

www.mundorf.com Made in Germany info@mundorf.com
Harmonic Distortion 2.83 V Harmonic Distortion 105 dB Step Response

Waterfall Impulse Response

Special Properties
• Low Crossover Frequency
• Extended Bandwidth

4x D 4,1
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SPL 2.83 V - Phase - Impedance SPL HORIZONTAL 0° - 15° - 30°

RESISTANCE NOMINAL 8 OHM
Zo 7.1 OHM       •       Zmin 6.9 OHM       •       RE 6.9 OHM
SENSITIVITY @ 2.83 V 90 dB
FREQUENCY RESPONSE / -6 dB 1300 Hz – 33 kHz
POWER HANDLING 125 W
RESONANCE FREQUENCY / FS 1700 Hz
RECOMMENDED CROSSOVER / 6 dB  2700 Hz
RECOMMENDED CROSSOVER / 12 dB 2200 Hz
DISPERSION HORIZONTAL / 15 kHz / -6 dB 60°
DIAPHRAGM AREA 1755 mm2

MAGNET MATERIAL  NEODYMIUM
FACE PLATE  3 mm Anodized Aluminum
TOTAL WEIGHT  440 g
Round Face Plate (-C): 130 mm
Recangular Face Plate (-R): 100 x 100 mm

SPL VERTIKAL 0° - 5° - 15°

HiFi
SERIE

AMT23CM1.1-R 
279 €/pc

www.mundorf.com Made in Germany info@mundorf.com
Harmonic Distortion 2.83 V Harmonic Distortion 105 dB Step Response

Waterfall Impulse Response

Special Properties
• Low Crossover Frequency
• Extended Bandwidth
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SPL 2.83 V - Phase - Impedance SPL HORIZONTAL 0° - 15° - 30°

RESISTANCE NOMINAL 8 OHM
Zo 7.6 OHM       •       Zmin 7.3 OHM       •       RE 7.3 OHM
SENSITIVITY @ 2.83 V 93 dB
FREQUENCY RESPONSE / -6 dB 1200 Hz – 32 kHz
POWER HANDLING 210 W
RESONANCE FREQUENCY / FS 1400 Hz
RECOMMENDED CROSSOVER / 6 dB  2500 Hz
RECOMMENDED CROSSOVER / 12 dB 2000 Hz
DISPERSION HORIZONTAL / 15 kHz / -6 dB 70°
DIAPHRAGM AREA 6464 mm2

MAGNET MATERIAL  NEODYMIUM
FACE PLATE  3 mm Anodized Aluminum
TOTAL WEIGHT  520 g
Round Face Plate (-C): 150 mm
Recangular Face Plate (-R): 100 x 130 mm

SPL VERTIKAL 0° - 5° - 15°

HiFi
SERIE

AMT25CM1.1-R
329 €/pc

www.mundorf.com Made in Germany info@mundorf.com
Harmonic Distortion 2.83 V Harmonic Distortion 105 dB Step Response

Waterfall Impulse Response

Special Properties
• Wide Dispersion Angle
• Extended Bandwidth
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SPL 2.83 V - Phase - Impedance SPL HORIZONTAL 0° - 15° - 30°

RESISTANCE NOMINAL 8 OHM
Zo 7.9 OHM       •       Zmin 7.7 OHM       •       RE 7.6 OHM
SENSITIVITY @ 2.83 V 96 dB
FREQUENCY RESPONSE / -6 dB 1600 Hz – 27 kHz
POWER HANDLING 230 W
RESONANCE FREQUENCY / FS 1100 Hz
RECOMMENDED CROSSOVER / 6 dB  2000 Hz
RECOMMENDED CROSSOVER / 12 dB 2000 Hz
DISPERSION HORIZONTAL / 15 kHz / -6 dB 60°
DIAPHRAGM AREA 6464 mm2

MAGNET MATERIAL  NEODYMIUM
FACE PLATE  3 mm Anodized Aluminum
TOTAL WEIGHT  650 g
Round Face Plate (-C): 150 mm
Recangular Face Plate (-R): 100 x 130 mm

SPL VERTIKAL 0° - 5° - 15°

HiFi
SERIE

AMT25CS2.1-R
329 €/pc

www.mundorf.com Made in Germany info@mundorf.com
Harmonic Distortion 2.83 V Harmonic Distortion 105 dB Step Response

Waterfall Impulse Response

Special Properties
• High Efficiency
• High SPL-max
• Low Distortion
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SPL 2.83 V - Phase - Impedance SPL HORIZONTAL 0° - 15° - 30°

RESISTANCE NOMINAL 8 OHM
Zo 9.3 OHM         •         Zmin 8.5 OHM         •         RE 8.5 OHM
SENSITIVITY @ 2.83 V 100 dB
FREQUENCY RESPONSE / -6 dB 1350 Hz – 25 kHz
POWER HANDLING 250 W
RESONANCE FREQUENCY / FS 1500 Hz
RECOMMENDED CROSSOVER / 6 dB  2200 Hz
RECOMMENDED CROSSOVER / 12 dB 2000 Hz
DISPERSION HORIZONTAL / 15 kHz / -6 dB 60°
DIAPHRAGM AREA 6515 mm2

MAGNET MATERIAL  NEODYMIUM
FACE PLATE  3 mm Anodized Aluminum
TOTAL WEIGHT  300 g
FACE PLATE DIM. 125 x 195 mm

SPL VERTIKAL 0° - 5° - 15°

HiFi
SERIE

AMT29CM1.1-R
449 €/pc

www.mundorf.com Made in Germany info@mundorf.com
Harmonic Distortion 2.83 V Harmonic Distortion 105 dB Step Response

Waterfall Impulse Response
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R

SPL 2.83 V - Phase - Impedance SPL HORIZONTAL 0° - 15° - 30°

RESISTANCE NOMINAL 8 OHM
Zo 9.4 OHM      •      Zmin 8.7 OHM      •      RE 8.7 OHM
SENSITIVITY @ 2.83 V 98 dB
FREQUENCY RESPONSE / -6 dB 1200 Hz - 30 kHz
POWER HANDLING 250 W
RESONANCE FREQUENCY / FS 1500 Hz
RECOMMENDED CROSSOVER / 6 dB  2400 Hz
RECOMMENDED CROSSOVER / 12 dB 2100 Hz
DISPERSION HORIZONTAL / 15 kHz / -6 dB 60°
DIAPHRAGM AREA 6515 mm2

MAGNET MATERIAL  NEODYMIUM
FACE PLATE  3 mm Anodized Aluminum
TOTAL WEIGHT  1100 g
FACE PLATE DIM. 90 x 182 mm

SPL VERTIKAL 0° - 5° - 15°

MONITOR 
SERIE

AMT164UM2.3-R
549 €/pc

www.mundorf.com Made in Germany info@mundorf.com
Harmonic Distortion 2.83 V Harmonic Distortion 105 dB Step Response

Waterfall Impulse Response

Special Properties
• Low Distortion
• Extended Bandwidth
• High Efficiency
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R

SPL 2.83 V - Phase - Impedance SPL HORIZONTAL 0° - 15° - 30°

RESISTANCE NOMINAL 8 OHM
Zo 7.4 OHM        •        Zmin 6.9 OHM        •        RE 6.9 OHM
SENSITIVITY @ 2.83 V 88 dB
FREQUENCY RESPONSE / -6 dB 1200 Hz – 30 kHz
POWER HANDLING 92 W
RESONANCE FREQUENCY / FS 1500 Hz
RECOMMENDED CROSSOVER / 6 dB  2600 Hz
RECOMMENDED CROSSOVER / 12 dB 2400 Hz
DISPERSION HORIZONTAL / 15 kHz / -6 dB 60°
DIAPHRAGM AREA 2210 mm2

MAGNET MATERIAL  NEODYMIUM
FACE PLATE  3 mm Aluminum
TOTAL WEIGHT  380 g
Round Face Plate (-C): 130 mm
Recangular Face Plate (-R): 100 x 100 mm

SPL VERTIKAL 0° - 5° - 15°

DIPOL 
SERIE

AMT23D6.1-C
279 €/pc

www.mundorf.com Made in Germany info@mundorf.com
Harmonic Distortion 2.83 V Harmonic Distortion 105 dB Step Response

Waterfall Impulse Response
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R

SPL 2.83 V - Phase - Impedance SPL HORIZONTAL 0° - 15° - 30°

RESISTANCE NOMINAL 8 OHM
Zo 7.4 OHM        •        Zmin 6.9 OHM        •        RE 6.9 OHM
SENSITIVITY @ 2.83 V 88 dB
FREQUENCY RESPONSE / -6 dB 1200 Hz – 30 kHz
POWER HANDLING 92 W
RESONANCE FREQUENCY / FS 1500 Hz
RECOMMENDED CROSSOVER / 6 dB  2600 Hz
RECOMMENDED CROSSOVER / 12 dB 2400 Hz
DISPERSION HORIZONTAL / 15 kHz / -6 dB 60°
DIAPHRAGM AREA 2210 mm2

MAGNET MATERIAL  NEODYMIUM
FACE PLATE  3 mm Aluminum
TOTAL WEIGHT  380 g
Round Face Plate (-C): 130 mm
Recangular Face Plate (-R): 100 x 100 mm

SPL VERTIKAL 0° - 5° - 15°

DIPOL 
SERIE

AMT23D6.1-R
279 €/pc

www.mundorf.com Made in Germany info@mundorf.com
Harmonic Distortion 2.83 V Harmonic Distortion 105 dB Step Response

Waterfall Impulse Response
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R

SPL 2.83 V - Phase - Impedance SPL HORIZONTAL 0° - 15° - 30°

RESISTANCE NOMINAL 6 OHM
Zo 6.1 OHM        •        Zmin 5.6 OHM        •        RE 5.6 OHM
SENSITIVITY @ 2.83 V 93 dB
FREQUENCY RESPONSE / -6 dB 1100 Hz – 30 kHz
POWER HANDLING 135 W
RESONANCE FREQUENCY / FS 1400 Hz
RECOMMENDED CROSSOVER / 6 dB  2500 Hz
RECOMMENDED CROSSOVER / 12 dB 2300 Hz
DISPERSION HORIZONTAL / 15 kHz / -6 dB 60°
DIAPHRAGM AREA 6464 mm2

MAGNET MATERIAL  NEODYMIUM
FACE PLATE  3 mm Aluminum 
TOTAL WEIGHT  560 g
Round Face Plate (-C): 150 mm
Recangular Face Plate (-R): 100 x 130 mm

SPL VERTIKAL 0° - 5° - 15°

DIPOL 
SERIE

AMT25D6.1-R
329 €/pc

www.mundorf.com Made in Germany info@mundorf.com
Harmonic Distortion 2.83 V Harmonic Distortion 105 dB Step Response

Waterfall Impulse Response
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R

SPL 2.83 V - Phase - Impedance SPL HORIZONTAL 0° - 15° - 30°

RESISTANCE NOMINAL 8 OHM
Zo 8.9 OHM         •        Zmin 8.6 OHM         •        RE 8.6 OHM
SENSITIVITY @ 2.83 V 89 dB
FREQUENCY RESPONSE / -6 dB 1200Hz - 29 kHz
POWER HANDLING 60 W
RESONANCE FREQUENCY / FS 2100 Hz
RECOMMENDED CROSSOVER / 6 dB  6000 Hz
RECOMMENDED CROSSOVER / 12 dB 4500 Hz
DISPERSION HORIZONTAL / 15 kHz / -6 dB 40°
DIAPHRAGM AREA 1260 mm2

MAGNET MATERIAL  NEODYMIUM
FACE PLATE  non
TOTAL WEIGHT  160 g
FACE PLATE DIM.  55 x 60 mm

SPL VERTIKAL 0° - 5° - 15°

DIPOL 
SERIE

AMT17D1.1
149 €/pc

www.mundorf.com Made in Germany info@mundorf.com
Harmonic Distortion 2.83 V Harmonic Distortion 105 dB Step Response

Waterfall Impulse Response

Special Properties
• Low Distortion
• Extended Bandwidth

10
4xD=4,5

47

55

6
0

7
7



R

SPL 2.83 V - Phase - Impedance SPL HORIZONTAL 0° - 15° - 30°

RESISTANCE NOMINAL 4 OHM
Zo 4.2 OHM         •         Zmin 3.9 OHM        •        RE 3.9 OHM
SENSITIVITY @ 2.83 V 91 dB
FREQUENCY RESPONSE / -6 dB 1500 Hz - 35 kHz
POWER HANDLING 60 W
RESONANCE FREQUENCY / FS 2000 Hz
RECOMMENDED CROSSOVER / 6 dB  5000 Hz
RECOMMENDED CROSSOVER / 12 dB 4000 Hz
DISPERSION HORIZONTAL / 15 kHz / -6 dB 50°
DIAPHRAGM AREA 1260 mm2

MAGNET MATERIAL  NEODYMIUM
FACE PLATE  non
TOTAL WEIGHT  160 g
FACE PLATE DIM. 55 x 60 mm

SPL VERTIKAL 0° - 5° - 15°

DIPOL 
SERIE

AMT17D2.1
149 €/pc

www.mundorf.com Made in Germany info@mundorf.com
Harmonic Distortion 2.83 V Harmonic Distortion 105 dB Step Response

Waterfall Impulse Response

Special Properties
• Low Distortion
• Extended Bandwidth
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R

SPL 2.83 V - Phase - Impedance SPL HORIZONTAL 0° - 15° - 30°

RESISTANCE NOMINAL 8 OHM
Zo 7.3 OHM        •         Zmin 6.9 OHM        •        RE 6.9 OHM
SENSITIVITY @ 2.83 V 89 dB
FREQUENCY RESPONSE / -6 dB 1200 Hz - 30 kHz
POWER HANDLING 92 W
RESONANCE FREQUENCY / FS 1400 Hz
RECOMMENDED CROSSOVER / 6 dB  2600 Hz
RECOMMENDED CROSSOVER / 12 dB 2300 Hz
DISPERSION HORIZONTAL / 15 kHz / -6 dB 60°
DIAPHRAGM AREA 2210 mm2

MAGNET MATERIAL  NEODYMIUM
FACE PLATE  non
TOTAL WEIGHT  300 g
FACE PLATE DIM. 61 x 98 mm

SPL VERTIKAL 0° - 5° - 15°

DIPOL 
SERIE

AMT23D1.1
279 €/pc

www.mundorf.com Made in Germany info@mundorf.com
Harmonic Distortion 2.83 V Harmonic Distortion 105 dB Step Response

Waterfall Impulse Response

Special Properties
• Low Distortion
• Extended Bandwidth
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SPL 2.83 V - Phase - Impedance SPL HORIZONTAL 0° - 15° - 30°

RESISTANCE NOMINAL 6 OHM
Zo 6.7 OHM   •   Zmin 5.6 OHM   •   RE 5.6 OHM
SENSITIVITY @ 2.83 V 92 dB
FREQUENCY RESPONSE / -6 dB 1100 Hz – 30 kHz
POWER HANDLING 135 W
RESONANCE FREQUENCY / FS 1250 Hz
RECOMMENDED CROSSOVER / 6 dB  2500 Hz
RECOMMENDED CROSSOVER / 12 dB 2300 Hz
DISPERSION HORIZONTAL / 15 kHz / -6 dB 60°
DIAPHRAGM AREA 6464 mm2

MAGNET MATERIAL  NEODYMIUM
FACE PLATE  non
TOTAL WEIGHT  400 g
FACE PLATE DIM. 65 x 128 mm

SPL VERTIKAL 0° - 5° - 15°

DIPOL 
SERIE

AMT25D1.1
329 €/pc

www.mundorf.com Made in Germany info@mundorf.com
Harmonic Distortion 2.83 V Harmonic Distortion 105 dB Step Response

Waterfall Impulse Response

Special Properties
• High Efficiency
• Extended Bandwidth
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R

SPL 2.83 V - Phase - Impedance SPL HORIZONTAL 0° - 15° - 30°

RESISTANCE NOMINAL 12 OHM
Zo 16.3 OHM        •        Zmin 13.9 OHM        •        RE 13.5 OHM
SENSITIVITY @ 2.83 V 97 dB
FREQUENCY RESPONSE / -6 dB 1000 Hz – 29 kHz
POWER HANDLING 190 W
RESONANCE FREQUENCY / FS 1150 Hz
RECOMMENDED CROSSOVER / 6 dB  2400 Hz
RECOMMENDED CROSSOVER / 12 dB 1800 Hz
DISPERSION HORIZONTAL / 15 kHz / -6 dB 55°
DIAPHRAGM AREA 8910 mm2

MAGNET MATERIAL  NEODYMIUM
FACE PLATE  non
TOTAL WEIGHT  770 g
FACE PLATE DIM. 59 x 258 mm

SPL VERTIKAL 0° - 5° - 15°

DIPOL 
SERIE

AMT27D1.1
549 €/pc

www.mundorf.com Made in Germany info@mundorf.com
Harmonic Distortion 2.83 V Harmonic Distortion 105 dB Step Response

Waterfall Impulse Response

Special Properties
• High Efficiency
• Extended Bandwidth
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